Request For Quote
-Delayed Drop Guideskirt

AUTOMATION CONCEPTS

- ___________|
Quote Information Mold Tie Rods
. Mold Opening (daylight, max is 24"):
(A) Width between Tie Rods:

1

2.

3. (B) Width between Frame: B

4. (H) Desired height of guideskirt: h B 7

5. (C) Machine Clearance mold to base: e e IR
6. Size of parts:

Length: Width: Height: Support c

7. Number of cavities: Frame

8. Runner system: O Yes O No Y

9. If yes Runner system, runner size is:
Length: Width: Height:

Machine Base

10. Do you require a divider:

ONo QO O2 Os

11. Do you require high temp material? '
(for parts over 180°) OvYes ONo \& ﬁ

12. Quantity:

)

All dimensions must be completed for a Quote to be given. HE}&HT

Note: All guideskirts come with mounting hardware. Standard
color is Gray. Yellow can be requested at no extra charge. Please
specify when ordering.

Delayed Drops have metal side plates sewn Contact Information
into sides to keep sides rigid.

Company Name

Contact Person
Address

City, State, Zip

Phone ( ) - ext:
Fax ( ) -
E-mail

Please Fax to (815)337-3020 or

E-mail to sewing@macautomation.com

1760 Kilkenny Court Woodstock, IL 60098 e Ph (815)337-3000 e Fax (815)337-3020 e E-mail sewing@macautomation.com e www.macautomation.com
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